
232 DOUBLE WIDTH TOWER
3T - THROUGH THE TRAPDOOR METHOD

SEP 22

TUV CERTIFIED QUALITY SYSTEM 
TO ISO 9001:2015

GS PRODUCT APPROVAL TO 
BS.EN.1004-1 3 8/12 XXXD H1

INSTRUCTION MANUAL 
EN 1004-2-en

TOWER MAX SAFE WORKING LOAD 750KG | PLATFORM MAX SAFE WORKING LOAD 250KG

MANUFACTURED BY EURO TOWERS LTD

Trapdoor Platform

Side Toe-Board

Diagonal Brace
2M White / Green / Red
2.5M White / Green / Yellow
3M White / Green / Blue

Castor / Adjustable Leg

Stabiliser

Multi-Rung Ladder Frame 
6, 8 or 10 Rung

End Toe-Board

Horizontal Brace
2M Black / Green / Red
2.5M Black / Green / Yellow
3M Black / Green / Blue

Plain Platform
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Maximum distance between 
platforms shall not exceed 
2.25m except the distance to 

Do not bridge between towers 
or other structures Please con-
tact Euro Towers for informa-
tion on the correct equipment 
for Bridging Towers

Maximum inclination for 
movement. Note the maxi-
mum angle allowed is 1%.

Do not build, dismantle or 
attempt to work on an access 
tower if the wind speed
exceeds 17MPH

Maximum inclination for 
working. Note the maximum 

manufacturer.

Do not stand on an unguarded 
platform

Do not lift the tower with 
mechanical equipment

Do not use the tower for 
access and egress to other 
structures

Do not suspend the tower

the tower
Do not move the tower with 
people or materials on it

Do not use ladders,boxes or 
other objects to gain extra height

Do not climb the outside of the tower

SAFETY DO’S AND DONT’S
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GENERAL SAFETY RULES
Mobile access towers are for the purpose of working at height safely.

Before You Start 
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Stability & Moving

       mechanical means 

F -

5



WORK HEIGHT 3.3m 3.8m 4.3m 4.7m 5.2m 5.7m 6.2m 6.6m 7.0m 7.5m 8.0m 8.5m 8.9m 9.4m 9.8m 10.37m 10.84m 11.30m 11.77m 12.23m 12.69m 13.16m 13.52m 14.06m

OVERALL TOWER HEIGHT 2.6m 3.1m 3.6m 4.0m 4.5m 5.0m 5.5m 5.9m 6.3m 6.8m 7.3m 7.8m 8.2m 8.7m 9.1m 9.60m 10.07m 10.53m 11.00m 11.46m 11.92m 12.39m 12.75m 13.29m

PLATFORM HEIGHT 1.3m 1.8m 2.3m 2.7m 3.2m 3.7m 4.2m 4.6m 5.0m 5.5m 6.0m 6.5m 6.9m 7.4m 7.8m 8.3m 9.0m 9.2m 9.7m 10.1m 10.6m 11.1m 11.52m 12.0m

PARTS LIST 
CASTOR 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4
ADJUSTABLE LEG 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4
3/6 RUNG FRAME 4 2 0 4 2 2 4 4 2 4 2 2 4 2 4
4/8 RUNG FRAME 2 4 2 2 4 2 4 4 2 4 6 4 4 6 4 6 4 4 6 8 6 6
5/10 RUNG FRAME 2 2 2 2 2 2 2 4 2 2 4 4 6 4 4 4 6 4
DIAGONAL BRACE 2 2 4 4 6 6 8 8 10 10 12 12 14 14 16 16 18 18 20 20 22 22 24 24
HORIZONTAL BRACE 6 6 6 6 11 11 11 11 11 16 16 16 16 16 21 21 21 21 26 26 26 26 26 31
TRAPDOOR PLATFORM 1 1 1 1 2 2 2 2 3 3 3 3 4 4 4 4 5 5 5 5 6 6 6 6
PLAIN PLATFORM 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
STANDARD STABILIZER 4 4 4 4 4 4
TELESCOPIC STABILIZER 4 4 4 4 4 4 4 4 4 4 4
JUMBO STABILIZER 4 4 4 4
TOEBOARD ASSEMBLY 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
                                               TOWER WEIGHT (Kgs)

2m WEIGHT 86 102 107 135 157 164 172 177 185 199 228 232 244 248 256 261 269 276 306 310 327 334 343 347

2.5m WEIGHT 104 111 120 167 176 183 192 196 205 219 254 259 267 275 284 288 297 304 339 344 361 368 377 382

3m WEIGHT 115 122 132 184 193 200 210 215 224 238 279 284 293 305 310 314 324 331 372 377 394 402 412 416
                                               COMPONENT WEIGHT (Kgs)

FKD2/4 5.61 BKH1 1.93 PKP1 13.22 K5CR 3.23 TKL1 2.29
FKD3/6 8.63 BKH2 2.24 PKP2 16.88 K6CR 3.65 TKL2 3.68
FKD4/8 10.59 BKH3 2.55 PKP3 20.29 K8CR 4.34 TKL3 3.85

FKD5/10 14.00 BKD1 2.06 PKT1 13.48 SKS1 4.02 TKDW 1.51
KALA 0.98 BKD2 2.35 PKT2 17.38 SKL2 7.84 RTBC 0.03
KSBP 1.03 BKD3 2.65 PKT3 21.83 Y250 5.66

2.5m Toe-board Length

3m Toe-board Length

Double Width Toe-board

Red Toe-board Clip

6" Castor

8" Castor

Standard Stabilizer

Large Stabilizer

Telescopic Stabilizer

2.5M Plain Platform

3M Plain Platform

2M Trapdoor Platform

2.5M Trapdoor Platform

3M Trapdoor platform

4/8 Rung Double Width Frame
5/10 Rung Double Width Frame

2/4 Rung Double Width Frame

Swivel Base Plate
Adjustable Leg

3/6 Rung Double Width Frame
2M Horizontal Brace

KIT LIST ABOVE 8m PLATFORM HEIGHT FOR INDOOR USE ONLY

2M Plain Platform 5" Castor 2m Toe-board Length

3M Diagonal Brace

2.5M Diagonal Brace

2M Diagonal Brace

3M Horizontal Brace

2.5M Horizontal Brace

3T 232 MULTI RUNG SCAFFOLD TOWER 
DOUBLE WIDTH KIT LIST
Available in three lengths: 2m, 2.5m or 3m

MOVING A TOWER
Remove people and materials from the tower, and lower the tower to 4m if all 4 stabilisers are 
in place. If not then reduce tower height to 2m. Adjust and raise the stabilizers 25mm from the 

never use mechanical means. Recheck level and reposition stabilizers before use.

ALTERNATIVE FRAMES CONFIGURATION: For example where 2 x 8 rung frames are stated 

making 16 rungs in total.

PPE REQUIRED: 
TOOLS REQUIRED: Spirit Level
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0m
2.81m
5.59m

2.34m
5.13m
10.23m

WORK HEIGHT 3.3m 3.8m 4.3m 4.7m 5.2m 5.7m 6.2m 6.6m 7.0m 7.5m 8.0m 8.5m 8.9m 9.4m 9.8m 10.37m 10.84m 11.30m 11.77m 12.23m 12.69m 13.16m 13.52m 14.06m

OVERALL TOWER HEIGHT 2.6m 3.1m 3.6m 4.0m 4.5m 5.0m 5.5m 5.9m 6.3m 6.8m 7.3m 7.8m 8.2m 8.7m 9.1m 9.60m 10.07m 10.53m 11.00m 11.46m 11.92m 12.39m 12.75m 13.29m

PLATFORM HEIGHT 1.3m 1.8m 2.3m 2.7m 3.2m 3.7m 4.2m 4.6m 5.0m 5.5m 6.0m 6.5m 6.9m 7.4m 7.8m 8.3m 9.0m 9.2m 9.7m 10.1m 10.6m 11.1m 11.52m 12.0m

PARTS LIST 
CASTOR 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4
ADJUSTABLE LEG 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4
3/6 RUNG FRAME 4 2 0 4 2 2 4 4 2 4 2 2 4 2 4
4/8 RUNG FRAME 2 4 2 2 4 2 4 4 2 4 6 4 4 6 4 6 4 4 6 8 6 6
5/10 RUNG FRAME 2 2 2 2 2 2 2 4 2 2 4 4 6 4 4 4 6 4
DIAGONAL BRACE 2 2 4 4 6 6 8 8 10 10 12 12 14 14 16 16 18 18 20 20 22 22 24 24
HORIZONTAL BRACE 6 6 6 6 11 11 11 11 11 16 16 16 16 16 21 21 21 21 26 26 26 26 26 31
TRAPDOOR PLATFORM 1 1 1 1 2 2 2 2 3 3 3 3 4 4 4 4 5 5 5 5 6 6 6 6
PLAIN PLATFORM 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
STANDARD STABILIZER 4 4 4 4 4 4
TELESCOPIC STABILIZER 4 4 4 4 4 4 4 4 4 4 4
JUMBO STABILIZER 4 4 4 4
TOEBOARD ASSEMBLY 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
                                               TOWER WEIGHT (Kgs)

2m WEIGHT 86 102 107 135 157 164 172 177 185 199 228 232 244 248 256 261 269 276 306 310 327 334 343 347

2.5m WEIGHT 104 111 120 167 176 183 192 196 205 219 254 259 267 275 284 288 297 304 339 344 361 368 377 382

3m WEIGHT 115 122 132 184 193 200 210 215 224 238 279 284 293 305 310 314 324 331 372 377 394 402 412 416
                                               COMPONENT WEIGHT (Kgs)

FKD2/4 5.61 BKH1 1.93 PKP1 13.22 K5CR 3.23 TKL1 2.29
FKD3/6 8.63 BKH2 2.24 PKP2 16.88 K6CR 3.65 TKL2 3.68
FKD4/8 10.59 BKH3 2.55 PKP3 20.29 K8CR 4.34 TKL3 3.85

FKD5/10 14.00 BKD1 2.06 PKT1 13.48 SKS1 4.02 TKDW 1.51
KALA 0.98 BKD2 2.35 PKT2 17.38 SKL2 7.84 RTBC 0.03
KSBP 1.03 BKD3 2.65 PKT3 21.83 Y250 5.66

2.5m Toe-board Length

3m Toe-board Length

Double Width Toe-board

Red Toe-board Clip

6" Castor

8" Castor

Standard Stabilizer

Large Stabilizer

Telescopic Stabilizer

2.5M Plain Platform

3M Plain Platform

2M Trapdoor Platform

2.5M Trapdoor Platform

3M Trapdoor platform

4/8 Rung Double Width Frame
5/10 Rung Double Width Frame

2/4 Rung Double Width Frame

Swivel Base Plate
Adjustable Leg

3/6 Rung Double Width Frame
2M Horizontal Brace

KIT LIST ABOVE 8m PLATFORM HEIGHT FOR INDOOR USE ONLY

2M Plain Platform 5" Castor 2m Toe-board Length

3M Diagonal Brace

2.5M Diagonal Brace

2M Diagonal Brace

3M Horizontal Brace

2.5M Horizontal Brace
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TOWER CONFIGURATIONS 
SINGLE WIDTH 232 FRAME INSTRUCTION MANUAL 
FOR ERECTION, ALTERING & DISMANTLING
The tower requires a minimum of 2 people for assembly; do not attempt to assemble a tower by yourself
Builds with 3 rung & 4 rung base set ups have platforms repositioned.
Builds with 2x3 rung base set ups have the platform positioned on the 4th rung.
*When a diagonal brace runs past a platform, the brace should be in position 1.
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Step 1 Step 2

Step 3

Step 1 Step 2

Step 2Step 1

Step 1 Step 3Step 2

Step 4 Step 6Step 5

How to remove a brace

ASSEMBLY STEPS
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1. Insert castor wheels into adjustable legs 2. Insert 2 adjsutable legs and castor 
wheels into each base frame

3. Lock Brakes and allow 3” thread from 
bottom of castor for levelling 

4. Fit 2 horizontal braces to the verticle 

the tower facing outwards. 
(Integral ladder must be on the right hand side)

5. Fit 2 diagonal braces from the 1st rung 
to the 3rd rung in an alternate pattern.

6. Fit 1 platform on the appropriate rung. 
(See base build for desired platform 

legs using a spirit level as a guide.
 

inclination of 1%
NEVER STAND ON AN UNPROTECTED PLATFORM

LOCKED UNLOCKED
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11. Diagonal braces should be locating in 
position 1 or 2 as illustrated. Ensure same 
position on opposite frame

keeping lower arms as horizontal as 

10. Fit 2 more diagonal braces to continue 
in a regular pattern. Double width towers 

the tower opposing each other as 
illustrated. 

sit on the 3rd and 5th rung up and when 
facing down sit on the 2nd, 4th and 6th.

8. Add further frames.

POSITION 1 POSITION 2
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13. Fit trapdoor platform on the 6th rung 
down from the top. 

14. From a seated position, using the 3T 

braces. 2 on the frame upright hooks facing 
out and 3 in the middle hooks facing down 

platform.

height repeating the 3T process as 

protection to prevent falls. Platforms should 

rung down from the top of the tower 
ensuring the trap is opening outwards to 
the tower and inlign with the trap platform 

board from below.

17. From a seated position using the 3T 

appropriate rungs, hooks facing outwards.
as shown in the images.
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DISMANTLE TOWER IN REVERSE EXCEPT WHEN DISMANTLING THE HANDRAILS 

Unclip 4 x Horizontal braces from the far end of 
the trapdoor platform.

From a seated position remove 4 x guardrails 

platform.

From a seated position descend down the tow-
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